Basic Operation
____________________________________________________________________________________________________________________ DC TO AC POWER

* Make sure that you choose the right operating voltage for both input
and output of the Inverter.

o Insert the plug of your appliance into the AC socket at the front of the INVE RTER

Inverter. Turn on the power switch which is located on the front of the

Inverter,and the green LED light will confirm that AC power is present.
e Connections:

Connect to lighter for appliances 0-150W (Max) or connect directly to

battery (clips included) for appliances of 0-400W.

Special Recommendations

* Unplug the AC Inverter when it is not in use.

* Unplug the AC Inverter when starting the vehicle's motor.

o Ifthe AC Inverter makes a beeping sound, turn off your appliance, and
unplug the Inverter , and restart the engine in your vehicle. The beeping
sound is simply the low-battery warring which indicates that the voltage
of your battery is getting low. If you do not re-start your engine and
continue operating the Inverter, the Inverter will automatically shut off,
leaving your vehicle's battery at about 10.5(21) VDC .This will enable
you to start your engine and resume operation of the Inverter. It also
eliminates the fear of being stranded with a dead battery.

Battery Use

* To avoid over-discharging your vehicle's battery, we recommend
running your engine for 10-20 minutes to recharge the vehicle's battery INSTRUCTION MANUAL
after every 2-3 hours of operating the AC Inverter.
* If you choose to use an adapter to connect the AC Inverter directly to
your battery terminals, it is important to connect the "+" wire to the "+"
terminal and the "" wire to the~ " terminal.

IF YOU CONNECT THE WIRES TO THE INCORRECT TERMINALS,
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Very little maintenance is required to keep your Inverter operating
properly. You should disconnect input power first and then clean

the exterior of the unit periodically with a cloth to prevent

accumulation of dust and dirt. At the same time, tighten the screws

on the DC input terminals.

SPECIFICATIONS

MODEL NO : PWRB 1250W
DC Input Voltage 12V (10-15V)
Ac Output voltage 120V
Output frequency 60Hz
Output Wave Form Modified Sinewave
Output Power 1250W
Surge Power Capacity 3500W
Efficiency Over 90%

No Load Current < 0.6A
Battery Low Alarm DC 10.5 + 0.5V
Battery Low Shutdown DC 10 + 0.5V
Alarm And Thermal Shutdown 55+5°C

Internal DC Fuse

Must be fitted, use
40A*4 maximum

AC Output Socket

Power Switch

DC Input ON/OFF

control
Dimensions (LxWxH) 313x138x54mm
Net weight 1.85Kg

¢ If there is any thing wrong with the Inverter, disconnet all of the
power.

TROUBLESHOOTING

If the Inverter does not appear to be functioning properly, check the
following possible causes.
(1)Poor contact
Clean contact parts thoroughly.
(2)Receptacle has no power
Check receptacle wiring. Repair if necessary.
(3)Battery voltage is too low
Start the engine to recharge the battery. Replace battery if needed.
(4)Shuts down on overload
Reduce the wattage of your load.
(5)Thermal shutdown
Under heavy loads for extended periods of time, the AC Inverter will
shut down to prevent damage from excess heat.Simply reduce your
load and allow the Inverter to cool down.

(6) Low-battery shutdown
Recharge your battery and resume operation.






